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x-archive-meta-abstract: The advantages of a horizontal half-wave resonant antenna for very-low-frequency propagation experiments lie in its relatively simple and inexpensive construction and in its radiation pattern which is maximum in the vertical direction. The radiation fields of this type of antenna located at the surface of a conducting earth consist of: 1, A horizontally polarized space-wave field radiated in the perpendicular bisector plane of the antenna; and 2, a vertically polarized groundwave field radiated along the axis of the antenna. This vertically polarized field is zero at right angles to the antenna. These fields have been experimentally verified. The use of a 5()-kilocycle horizontal half-wave antenna for vertical-incidence ionospheric sounding experiments is described. The radiation pattern of this antenna is well suited for ionospheric soundings since a receiver located in the groundwave null receives only the reflected skywave signal. Ground-resistivity measurements made at a number of locations in Central and Southern California were correlated with the geology of the terrain. This correlation showed that the ground resistivity is highest (a condition necessary for optimum antenna efficiency) in areas where the underlying rock formations are relatively unfractured. The amount of annual rainfall and other climatic conditions have little or no effect on the resistivity. Finally, a unique antenna system is presented which employs resonant loading circuits to convert a section of an existing power line into a horizontal half-wave very-low-frequency transmitting antenna.
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